<table>
<thead>
<tr>
<th>Editor in chief</th>
</tr>
</thead>
<tbody>
<tr>
<td>K. Ragulskis</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Editorial Board</th>
</tr>
</thead>
<tbody>
<tr>
<td>V. Babitsky</td>
</tr>
<tr>
<td>N. Bachschmid</td>
</tr>
<tr>
<td>R. Bansevičius</td>
</tr>
<tr>
<td>M. Bayat</td>
</tr>
<tr>
<td>I. Blekhman</td>
</tr>
<tr>
<td>M. Bogdevičius</td>
</tr>
<tr>
<td>K. Bousson</td>
</tr>
<tr>
<td>N. Bachschmid</td>
</tr>
<tr>
<td>R. Bansevičius</td>
</tr>
<tr>
<td>M. Bayat</td>
</tr>
<tr>
<td>I. Blekhman</td>
</tr>
<tr>
<td>V. Babitsky</td>
</tr>
<tr>
<td>N. Bachschmid</td>
</tr>
<tr>
<td>R. Bansevičius</td>
</tr>
<tr>
<td>M. Bayat</td>
</tr>
<tr>
<td>I. Blekhman</td>
</tr>
<tr>
<td>V. Babitsky</td>
</tr>
<tr>
<td>N. Bachschmid</td>
</tr>
<tr>
<td>R. Bansevičius</td>
</tr>
<tr>
<td>M. Bayat</td>
</tr>
<tr>
<td>I. Blekhman</td>
</tr>
</tbody>
</table>
JVE Journal of Vibroengineering

Aims and Scope

Original papers containing developments in vibroengineering of dynamical systems (macro-, micro-, nano- mechanical, mechatronic, biomechanics and etc. systems).

The following subjects are principal topics:
- Vibration and wave processes; Vibration and wave technologies;
- Nonlinear vibrations; Vibroshock systems; Generation of vibrations and waves;
- Vibrostabilization; Transformation of motion by vibrations and waves;
- Dynamics of intelligent mechanical systems;
- Vibration control, identification, diagnostics and monitoring.

All published papers are peer reviewed.

General Requirements

The authors must ensure that the paper presents an original unpublished work which is not under consideration for publication elsewhere.

The following structure of the manuscript is recommended: abstract, keywords, nomenclature, introduction, main text, results, conclusions and references. Manuscript should be single-spaced, one column ISO B5 175 × 248 mm format, using Microsoft Word 2007 or higher. Margins: top 13 mm, bottom 17 mm, left 26 mm, right 13 mm, header 8 mm, footer 13 mm.

Font: Times New Roman. Title of the article 16 pt Bold, authors name 10 pt Bold, title of the institution 9 pt Regular, equations and text 10 pt Regular, indexes 5 pt Regular, all symbols Italic, vectors Bold, numbers Regular. Paragraph first line indentation 5 mm. Equations are to be written with Microsoft Office 2007 or higher Equation Tool.

Heading of the table starts with table number 9 pt Bold as “Table 1.”, then further text 9 pt Regular. Table itself 9 pt Regular.

Figure caption starts with figure number 9 pt Bold as “Fig. 1.”, then further text 9 pt Regular. Figure itself must be a single or grouped graphical item.

Tables and figures are placed after the paragraph in which they are first referenced.

List of references: reference number and authors 9 pt Bold, further information 9 pt Regular:


The authors are responsible for the correctness of the English language.

The authors are expected to cover partial costs of publication in JVE.

JVE annual subscription fees: 300 EUR (individual); 600 EUR (institutional).

The journal material is referred:

THOMSON REUTERS: Science Citation Index Expanded (SciSearch®); Journal Citation Reports / Science Edition.

SCOPUS: ELSEVIER Bibliographic Database.

COMPENDEX: ELSEVIER Bibliographic Database.

EBSCO: Academic Search Complete;
- Computers & Applied Sciences Complete;
- Central & Eastern European Academic Source;
- Current Abstracts;
- TOC Premier.

INSPEC: OCLC. The Database for Physics, Electronics and Computing.

VINITI: All-Russian Institute of Scientific and Technical Information.

Internet: http://www.jve.lt
E-mail: Kazimieras Ragulskis: k.ragulskis@jve.lt; ragulskis.jve@gmail.com
Address: Kazimieras Ragulskis, Gėlių ratas 15A, LT-50282, Kaunas, Lithuania

Journal of Vibroengineering (JVE) (8 issues annually) is an international journal published by JVE International Ltd. and is supported by the Lithuanian Academy of Sciences, Kaunas University of Technology, Vilnius Gediminas Technical University and Riga Technical University.
Contents

1220. DESIGN CONSIDERATIONS OF A MEMS CANTILEVER BEAM SWITCH FOR PULL-IN UNDER ELECTROSTATIC FORCE GENERATED BY MEANS OF VIBRATIONS
SERHAT İKIZOĞLU, AYŞE ÖZGÜL ERTANIR

1106

1221. INVESTIGATION ON SOFT LANDING IMPACT TEST OF SCALE LUNAR LANDER MODEL
QING LIN, ZHIYU KANG, JIE REN, QILONG ZHAO, HONG NIE

1114

1222. SELF-SYNCHRONIZATION THEORY OF A NONLINEAR VIBRATION SYSTEM DRIVEN BY TWO EXCITERS. PART 2: NUMERIC ANALYSIS AND EXPERIMENTAL VERIFICATION
LI YE, LI HE, WEI XIAOPENG, WEN BANGCHUN

1140

1223. HYSTERESIS BEHAVIOR OF REINFORCED CONCRETE BRIDGE PIERS CONSIDERING STRENGTH AND STIFFNESS DEGRADATION AND PINCHING EFFECT
QING HAN, HUIHUI DONG, XIULI DU, DEZHANG SUN, CHAO HUANG

1151

1224. SEISMIC TEST AND NUMERICAL VERIFICATION OF THE SCALED-DOWN REINFORCED CONCRETE CONTAINMENT VESSEL
YU-CHIH CHEN, WEI-TING LIN, TUNG-LIANG CHU, YUAN-CHIEH WU

1162

1225. STUDY ON THE EXTRACTION METHOD OF TRANSVERSE OPEN CRACK’S INFORMATION
YANG LIU, QIN-LIANG LI, HONG-LIANG YAO, BANG-CHUN WEN

1168

1226. ANALYTICAL SOLUTION FOR DYNAMIC RESPONSE OF SEGMENT LINING SUBJECTED TO EXPLOSIVE LOADS
YANG LIU, MINGYANG WANG, DERONG WANG

1179

1227. THE FINITE ELEMENT MODELING AND STABILITY PREDICTION OF HIGH-SPEED SPINDLE SYSTEM DYNAMICS WITH SPINDLE-HOLDER-TOOL JOINTS
BO WANG, WEI SUN, KUNPENG XU, JUNYONG ZHANG, BANGCHUN WEN

1188

1228. A BEARING FAULT DETECTION METHOD BASED ON COMPRESSIVE MEASUREMENTS OF VIBRATION SIGNAL
XINPENG ZHANG, NIAOQING HU, GUOJUN QIN, ZHE CHENG, HUA ZHONG

1200

1229. VALIDATION OF BUCKET WHEEL DRIVE COMPONENT MODEL THROUGH VIBRATION MONITORING: A TORQUE ARM KEY STUDY
VESNA DAMNJANOVIĆ, PREDRAG JOVANČIĆ

1212
1230. **Modal parameters identification based on noise reduction for jacket type offshore platforms**  
Xingxian Bao

1231. **Structural nonlinear vibration reliability analysis based on improved ant colony algorithm**  
Yancang Li, Chenguang Ban, Shujing Zhou, Qiuyue Cheng, Shuanghong Peng

1232. **Stochastic bifurcation characteristics of cantilevered piezoelectric energy harvester**  
Jia Xu, Ming-Yi Luan, Zhi-Wen Zhu, Kang-Kang Guo

1233. **Investigation of stresses during dynamic behavior of polymeric films used for Braille**  
I. Venytė, E. Kibirkštis, A. Voloshin, K. Ragulskis, P. Paškevičius, A. Sudintas, L. Ragulskis

1234. **Sensorless speed control of a vector controlled three-phase induction motor drive by using MRAS**  
Ali Saffet Altay, Mehmet Emin Tacer, Ahmet Faik Mergen

1235. **Peak cycle stress analysis of plain dent on pipeline based on FE calculation**  
Ying Wu, Wu Liu, Huawen Wu, Peng Zhang

1236. **Theoretical analysis on thermally induced vibration of tapered parallelogram plate with mixed boundary conditions**  
Anupam Khanna, Pratibha Arora

1237. **Dynamic stress response and fatigue life of cantilever beam under non-Gaussian base excitation**  
Junyong Tao, Hongwei Cheng

1238. **Relation between reduction of weighted impact sound pressure level and shape of small size specimen of floating floor construction**  
Vidmantas Dikavičius, Kęstutis Miškinis, Karolis Banionis, Edmundas Monstvilas

1239. **Antiseismic response research of horizontal residual heat removal pump in different seismic spectrum input directions**  
Xin Deng, Shouqi Yuan, Jianping Yuan, Qiaorui Si, Yalin Li, Yuwen Zhu

1240. **A novel semi-active suspension design based on decoupling skyhook control**  
Jialing Yao, Saied Taheri, Songmei Tian, Zhongnan Zhang, Liang Shen

1241. **Efficiency improvement of energy harvester at higher frequencies**  
Giedrius Janusas, Ieva Milasauskaite, Vytautas Ostasevicius, Roolanas Dauksevicius

1242. **Investigation of clamping force for a high-speed shaft with toolholder using contact element analysis**  
Shin-Yong Chen, I-Feng Lin

1243. **Investigation of tactile characteristics of the piezoelectric bimorph type actuators**  
R. Bansevičius, V. Jūrėnas, M. Gudauskis, A. Žvironas

1244. **Assessment of the vibroactivity level of SI engines in stationary and non-stationary operating conditions**  
Figlus Tomasz, Liščak Štefan

1245. **Proposing an optimal integral-based intensity measure for seismic collapse capacity assessment of structures under pulse-like near-fault ground motions**  
Masood Yakhchalian, Ahmad Nicknam, Gholamreza Ghodrati Amiri
<table>
<thead>
<tr>
<th>Article Number</th>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>1263</td>
<td>Simulations of the lateral oscillation of rope-guided conveyance based on fluid-structure interaction</td>
<td>1555</td>
</tr>
<tr>
<td>Renyuan Wu, Zhencai Zhu, Guoan Chen, Guohua Cao, Wei Li</td>
<td></td>
<td></td>
</tr>
<tr>
<td>1264</td>
<td>Identification of second-order kernels in aerodynamics</td>
<td>1564</td>
</tr>
<tr>
<td>Yunhai Wang, Jinglong Han, Zhang Bin</td>
<td></td>
<td></td>
</tr>
<tr>
<td>1265</td>
<td>A well-balanced unsplit finite volume model with geometric flexibility</td>
<td>1574</td>
</tr>
<tr>
<td>Byunghyun Kim, Taehyung Kim, Jinho Kim, Kunyeon Han</td>
<td></td>
<td></td>
</tr>
<tr>
<td>1266</td>
<td>Combination resonances of parametric vibration system of the field modulated magnetic gear</td>
<td>1590</td>
</tr>
<tr>
<td>XiuHong Hao, Xiaoming Yuan, Hongfei Zhang, Lijie Zhang</td>
<td></td>
<td></td>
</tr>
<tr>
<td>1267</td>
<td>Application of Butterworth filter for fault diagnosis on journal bearing</td>
<td>1602</td>
</tr>
<tr>
<td>T. Narendiranath Babu, T. Manvel Raj, T. Lakshmanan</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**JVE International Conferences 2014** 1618